
VERSALIFT
VST-52-I

Full hydraulic controls

Tracked chassis

Articulating telescopic 
platform

180° bucket rotator

Track mounted articulating
telescopic platform High voltage insulated



RetailerNotes

Diagramme(s) Options

 Length: 7682 mm     Height: 2256 mm    Track length:  2100 mm

Standard features
ANSI A92.2 Cat. C (46kV)
Chassis insulation system
Continuous rotation
Bucket rotator (180°)
Auto leveling fiberglass bucket with tilt 
function
Full pressure upper controls including 
emergency stop
Full pressure turret mounted lower controls
Diesel engine
220V direct drive
Automatic outrigger setup and packing

VST-52-I  - Hinowa LL 26.14 D

Bucket variations
Bucket cover
Bucket liner
Emergency DC pump
4 way Unitrol single stick (upgrade from 3 
way)
Bucket capacity upgrade to 272 kg**
Material handler jib/winch (up to 454 kg 
capacity)***
600 mm bucket elevator ***

C715H (Versalift VST-52-I on Hinowa LL 26.14 D Track) - revision 2023/02

Full pressure turret mounted lower 
controls

Remote control for the carrier with 
2 speed settings and automatic 
outrigger setup, levelling and 

packing

Unitrol single stick Closed heavy duty fiberglass 
platform

16,5 m 14,5 m 9,7 m 230 kg           2 man 180° Hydraulic 2 x Radial 3.650 kg
Material handler

Optional
Continuous CE 46 kV

Technical information is subject to change without notice. Images may show optional equipment.
*Depending on vehicle


